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Accessories

mounting dimensions
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Busbar 32 A
X 222 005 01 blue insulation, 500 mm/19.68 in.
X 222 005 02 red insulation, 500 mm/19.68 in.
X 222 005 03 grey insulation, 500 mm/19.68 in.

Busbar 50 A
Y 307 016 01 non-insulated, 500 mm/19.68 in.

Busbar 50 A
Y 307 016 11 non-insulated, 500 mm/19.68 in.

End bracket
X 222 004 01

Screw terminal for busbar
X 211 156 01 non insulated
(up to 35 mm2)

Retaining clip for circuit breaker 3600/3900
recommended for fitting the devices
Y 300 581 11
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Retaining clip for circuit breaker 2210
recommended for fitting single pole devices
Y 302 974 21
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Labels
marking area 6 x 10 mm
(ordering unit 10 pcs = 1 strip)
Y 307 942 61
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blade terminals
DIN 46244-A6.3-0.8
(QC .250)

Jumper X 222 066 01

Signalbrücke
Signal loop X22206601

1 4 6 3 7 5 2

terminals 1+2
no internal connection

terminals 6+7
internally bridged

This is a metric design and millimeter dimensions take precedence ( mm )
inch

All dimensions without tolerances are for reference only. In the interest of improved design,
performance and cost effectiveness the right to make changes in these specifications
without notice is reserved.Product markings may not be exactly as the ordering codes.
Errors and omissions excepted.




