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Smart Power Relay E-1048-8I. (INLINE)
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Typical time/current characteristics (TA = 25 °C)
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Version 1: 1 A, 2 A, 3 A, 5 A, 7.5 A and 10 A (standard 200 ms)

Version 2: 15 A and 20 A (standard 200 ms)
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E-1048-8I. - Accessories for E-1048-8I.
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Accessories for E-1048-8I.

Connector bus links -P10
X 210 588 01/ 1.5 mm2, (AWG 16), brown  (up to 13 A max. load)
X 210 588 02/ 2.5 mm2, (AWG 14), black (up to 20 A max. load)
X 210 588 03/ 2.5 mm2, (AWG 14), red  (up to 20 A max. load)
X 210 588 04/ 2.5 mm2, (AWG 14), blue  (up to 20 A max. load)

2-way mounting socket 6-way mounting socket
23-P10-Si 63-P10-Si
(retaining clip Y 300 581 03 available on request)

2 mounting clips Installation drawing with
Y 300 504 02 mounting clips Y 300 504 02
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polarized blade terminals
DIN 46244-A6.3-0.8 (QC .250)
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cylinder head screw
M4x4 ISO1207
nickel plated

washer
A 4.3 DIN 125
nickel plated

female
connector

Phoenix terminal AKG 35
max.cross section 35 mm2 (AWG 2)
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pressure-relief joint
(1.1 mm (.043 in.)
thick constriction)

Cu rail, tin-plated
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blade terminal DIN 46244 part 2
C profile (2xA2.8-0.8) (QC 2x.110)

depth
10 mm
(.394 in.)

adapter X20040901

symmetrical rail
EN 50022-35x7.5

polarization recess
G-profile
EN 50035-G32

8.
5

25
.8

6.
5 80

33
.3

10

51.
4

12.5

41
.3

45
.8

retaining clip

1

11

23

2(k)

12

24

2(i)

1

11

23

2(k)

12

24

2(i)
1.

801.
63

.3
35

.2
56

1.
02

3.15

1.
31

.0
55

.1
97

.492

.394

polarized blade terminal
DIN 46244-A6.3-0.8 (QC .250)

slot for fitting labels from
Phoenix, Weidmüller
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Single mounting sockets (with adapter)
(up to 16 A max. load)
17-P10-Si 17-P10-Si-20025
17-P70-Si 17-P70-Si-20025
(retaining clip Y 300 581 11 available on request)

Bus bar (10-way) (supplied as a complete package)
for type 17 socket
(for max. 100 A continuous load),
more positions available on request
X 211 157 01 with terminal
X 211 157 02 without terminal

Insulating sleeving for bus bar (10-way)
Y 303 824 01 

All dimensions without tolerances are for reference only. In the interest of improved design,
performance and cost effectiveness the right to make changes in these specifications without
notice is reserved. Product markings may not be exactly as the ordering codes. Errors and
omissions excepted.

This is a metric design and millimeter dimensions take precedence ( mm )
inch




